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Abstract- CFD utilization in LNG industry especially in storage procedure is getting momentum since the increase in 
demand for LNG worldwide has led to a flexible trading market. Stored at LNG boiling temperature, heat leak is a 
major challenge as it causes slow boil-off which leads to LNG stratification and LNG rollover, a tragedy which has 
negatively impacted people, environment, company asset and reputation due to rupture and damage of the storage 
tank. ANSYS Fluent 14 was used to analyze the heat and pressure distribution of LNG during heat leak. The 
simulation involved static tank, heat leak from bottom and side wall, initial and surrounding temperature of 111K 
and 303K and thermal conductivity of perlite of 0.029 w/m.k. The susceptible area to rupture on inner wall tank was 
located at the top circumference of the tank due to higher pressure. The leak of heat occurred at the side wall 
contributes the largest heat compared to bottom tank since more surface area provided. 
Keywords: LNG rollover; LNG storage tank; CFD simulation; ANSYS Fluent; stress distribution analysis. 
 
I. INTRODUCTION 
 
Over the last 20 years, the world trade in LNG gas tripled and grows from just over 8.5 Bcf/d (billions cubic feet 
per day) in 1994 to nearly 32 Bcf/d in 2013[1]. The increase  in   demand  for energy mainly in natural gas and 
LNG signifies the need to a better technology to improvise the system as well as the safety features of its 
technology. In onshore, LNG is kept in insulated storage tank which pressure is just above atmospheric pressure 
and temperature of around -162oC. As it is stored at such low temperature, there is a significant heat leak from 
the surroundings into the tank which varying the temperature inside the tank. The heat leak will also cause LNG 
evaporation and lead to stratification phenomena. For the typical LNG storage tank, the vaporization of LNG 
will range about 0.15% to 0.17% per day of the total storage volume [2]. Stratification of LNG inside a storage 
tank is something which can happen in any LNG storage tank. Prior to stratification, the LNG will evaporate in 
the tank thus produce boil-off gas. It is also known as weathering process. The boil-off due to heat leak will 
create natural convection on LNG mixture, and maintain a uniform LNG composition. Heat leak through wall 
can be determined using Equation (1). 
 
where H = heat leak, R = thermal resistance, A = area of the shell of tank, h = thickness of multilayer 
insulation, km = average thermal conductivity of insulation, hLNG = convective heat transfer coefficient of LNG 
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 and  ha = convective heat transfer coefficient of ambient air. Moreover, the heat flux through the surface caused 
by boil-off can be used to determine the heat transfer into the LNG tank as given in Equation (2) and (3) [3]. 
 
 
 
 
where  m = boil-off rate, kh = correction coefficient of Ch, Ch = hashemi constant, A= area of LNG tank, Ts = bulk liquid temperature, Tb = LNG boiling point, Lv = latent heat of boil-off of LNG. Typical LNG storage tanks are equipped with venting system. When there is excessive boil-off inside the 
tank, the vent will be activated to remove the excess boil off gas which contributes to the increase of pressure 
inside the tank. This process is important to allow the cryogenic temperature to remain constant which is at just 
below LNG boiling point [4]. The stratification of LNG due to heat leak can lead to a disastrous event or LNG 
rollover. It refers to the rapid release of LNG vapours from a storage tank where the two layers of LNG with 
different density mixed and release massive amount of heat and vapours caused by stratification which can be 
illustrated in Fig. 1. Based on the figure mass and heat diffusion at lower and upper layer can be determined 
using Equation (4) to (7) [5].  
Mass diffusion at lower layer 
 
 
Heat diffusion at lower layer 
 
Mass diffusion at upper layer 
 
Heat diffusion at upper layer 
 
where  h = coefficient of heat fusion, Vi = molar diffusion of component i boil-off, Hu,l= heat leak from wall into upper and lower layers, k = coefficient of mass diffusion, Cpl= molar specific heat in lower layer, Cpu = molar specific heat in upper layer, Sb = amount of heat required to boil-off, Tu,l = upper and lower layer temperature, Molu,l = molar of mass of upper and lower layer, xi = molar fraction of component i in lower layer, yi = molar fraction of component i in upper layer and A = cross sectional area of tank. 
One of the most remembered accidents in LNG history was the La Spezia accident in Italy. The 
incident resulted about 2000 tons of LNG vapor discharged from the tank safety valves and vents over a period 
of a few hours, damaging the roof of the tank [6, 7]. Since then, studies were carried out based on the data 
obtained from that incident. The studies can be categorized into three; experimental, models and simulation. 
Initially the experimental phase took place and only a few well-documented experimental evidences of LNG 
stratification prior to rollover are available in open literature. Sarsten’s report is still the only sufficient detailed 
source of data for the actual LNG rollover event ever happen [8]. It is the basis of comparison for most of the 
  (2)34bTsTAhChkm 
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 simulations of LNG rollover. The report was based on actual rollover phenomena in La Spezia, Italy. It consists 
of operational data based on available measurements of the tank process variables such as pressure, 
temperatures and densities. From the report, it was shown that prior to rollover, the density of LNG at different 
layers turned to equalize. 
 
  
Figure 1. Stratification phenomena in LNG tank 
 
After the first phase, Sarsten experimental data has triggered quite a number of theoretical model 
developments. Chatterjee, Geist and Germeles were among the first to develop model for rollover but in 1983, 
Heestand and Shipman developed a model which preceded the other model and become the industry standard 
rollover model [5, 9, 10]. They had improved previous theoretical model by considering five most common 
constituents of LNG namely methane, ethane, propane, n-butane and nitrogen. He disregard the use of Turner’s 
concept because he claimed that the correlations under-estimate the mass transfer between the stratified layers. 
His approach was to use Reynolds analogy and Globe and Dropkin correlation for heat transfer to calculate mass 
transfer coefficient. As a result, the model predictions predicted a closer time for rollover occurrence based on 
Sarsten experimental data for LaSpezia incident [10, 11].  In 2002, a thermo physical model for the stored LNG 
was developed.  
The model was tested on real data of tank operation. The model was developed based on the normal 
process in a typical LNG storage tank. When the heat from surrounding leaked into LNG fluid, it will warm up 
the liquid at the bottom causing buoyant effects and push the liquid upwards along the wall. On the surface, it 
will evaporate off and cooled or become denser. It will flow back across the surface to sink back toward the 
bottom, mixing with the rest of LNG and maintaining the bulk at uniform composition and temperature. In 
2006, Heestand model was redeveloped using the Peng-Robinson equation of state which previously Heestand 
used the SRK equation of states [9].  In 2010, a new LNG model was developed which predicts LNG 
thermodynamic properties using GERG-2004 equation of state [2]. Whilst in 2011, lumped parameter model 
was developed by considering two stratified layers and temperature and composition of LNG over the respective 
layers. Equations considered were mass and energy balance, stratification forecast and boil-off preferential using 
vapour liquid equilibrium [12]. 
The latest phase of research methodology is the development of LNG simulation using CFD. For 
offshore storage vessel, most of the researches are on the procedure of FLNG marine tankers boil-off. For 
onshore storage tanks, a paper was published at the Spring Meeting of the American Institute of Chemical 
Engineers [13]. The potential use of CFD model introduced and density stratification to reduce boil off in 
storage tank were proposed. More accurate models and data were required to optimize the strategy of using CFD 
to simulate density stratification [14].  Tokyo Gas was the first to use Fluent CFD to model and simulate LNG 
density stratification. The scope done was during the filling operation of LNG with different heel and new cargo 
[14].  From the results, stratification of LNG can be seen where the low density feed cargo moved to the top 
surface of the heel cargo. Yet, the simulation did not use to model any approach to a rollover event. 
For stress distribution analysis, in 2011, Cheng et al. had presented a paper on CFD simulation but he was 
using ADINA software for the study. The research scope was on LNG storage concrete wall cracks due to pull 
pressure. Based on the results, highly potential area to rupture during normal stage was fixed at the bottom end 
which is easy to produce transverse cracks. At leakage stage, one fifth the height from bottom of the tank was 
easy to produce longitudinal cracks [15]. The scope for the study was on a large concrete storage tank and the 
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 crack distribution during earthquake in different seismic intensities [16]. Both simulations were using finite 
element method. 
The scope of this paper is to evaluate a pressure distribution profile onto LNG storage tank due to 
rollover phenomena obtained from computational fluid dynamics (CFD) model using ANSYS Fluent software 
which previously only used Fluent. In the software, the study was done using finite volume and k-epsilon 
method. The model used is similar with Koyama for feed cargo but the scope is using static LNG instead of 
filling operation. The results showed the stratification of LNG layer occurred due to heat leak to static LNG 
cargo and the pressure profile showed high pressure on the tank top circumference. 
 
II. SIMULATION WORK 
 
The software used in the simulation work for the research was ANSYS Fluent V14.0. Geometry of the tank was 
designed in ANSYS Design Modeler as shown in Fig. 2. Meshing and Setup were done using the same 
software. 
The tank was designed as a simple cylindrical tank consists of three boundaries; top, bottom and side 
wall with diameter and height is 35m and 17m, respectively. Table 2 shows the boundary conditions used in the 
study. These data were referred from Faruque Hassan [17], Hambali had validated the model he used in Fluent 
6.3 CFD [18].  The boil-off gas value differ only 0.0016% which is acceptable for the model to be used in 
ANSYS Fluent. 
 
 
Table -1 Boundary conditions [17] 
 
Boundary Condition       Temperature, K      Thermal Conductivity, w/m.K 
 Ambient    303       - 
 Perlite       -    0.029 
 LNG    111    0.21 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                        Figure 2. Tank geometry 
 
 
 
 
A. Simulation Steps 
 
ANSYS Workbench was launched to start simulation. Figure 3 shows the simulation flowchart of the study. 
 
B. Meshing 
 
Hybrid meshing option was selected to mesh geometry. It offers the greatest flexibility compared to other types 
of meshing. Figure 4 showed the meshing of the LNG storage tank model. 
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            Figure 3. Simulation flowchart 
 
 
 
 
 
 
 
 
 
 
 
 
 
            Figure 4. Tank after meshing 
 
C. Fluent Setup  
In this section, the steps of executing 3D model are discussed.  
Step 1: Problem Setup 
Steady and transient time was selected for the simulation. Gravity was set at  -9.81ms-2 at y-direction. 
Step 2: Selecting Model 
Energy and Viscous Model were activated. For viscous model, standard k-epsilon was used. 
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 Step 3: Materials 
Simulation involved one type of LNG cargo. LNG properties data were inserted in the material section. The 
density of LNG is based on piecewise-polynomial. Density as a function of temperature was based on Equation 
(8) [13].  
 
where  is density of LNG. Perlite as the insulation material, the properties was key-in under solid category. 
Thermal conductivity values of perlite were varied to get the results using steady state simulation procedure. 
Step 4: Operating conditions 
For operating conditions, the operating pressure value input was 101325 Pa and the gravity was enabled with 
value    9.81ms-2 in y-direction. 
Step 5: Boundary conditions 
Each of the zone’s boundary conditions were set up accordingly and the value input for every boundary were set 
up in this step. In this study, side and bottom wall with perlite material properties were set at a temperature of 
303K. No heat leak at tank top wall. 
Step 6: Solution 
The solution methods scheme chosen was SIMPLE, a pressure-velocity coupling. The final step was to calculate 
solution. In this study, 12000 iterations were used for transient and 500 iterations for steady state calculations. 
The initialization used standard initialization and the initial temperature was set to 111K. In Calculation 
Activities, the solution animations were set to get the results for transient time. Parameter that was set for 
animations were the Total Temperature and Density. The results were shown based on the vertical symmetry 
plane of the tank. 
Step 7: Iterations of the solution 
Final step was the iterating stage. The cases were checked and no error was found before proceeding with the 
calculations. 
III. RESULTS AND DISCUSSIONS  
A. Total Heat Leak  
Total heat leak at varied perlite thermal conductivity was observed. Figure 5 shows the graph of heat leak again 
thermal conductivity. From the graph, heat leak increased smoothly when thermal conductivity increased. The 
leak which occurred at the side wall contributes the largest heat leak compared to tank bottom. This was due to 
the surface area of side wall which is 1869.2 m2 compared to the tank bottom area which was 962.1 m2.  It 
shows the effect of having insulation with low thermal conductivity can help to reduce heat leak. Total heat leak 
was mainly contributed by the side wall as the surface area is higher. 
 
 Figure 5. Total heat leak against thermal conductivity 
)8(oρ131.38T1.1473m
kgρ 



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Figure 6. Density profile of LNG 
 
Figure 6 showed the heat leak warmed the fluid near the side wall and tank bottom causing buoyancy 
force to push the LNG near the wall moved upwards along the wall. Stratification of LNG was shown from the 
results near the end of simulation. Initially, there was no stratification of LNG layer can be observed. The 
density of LNG near the wall became lighter due to heat leak and there was an upward liquid flow along the 
wall. The slightly superheated LNG fluid then arrived at the top of LNG surface. Here due to decrease in 
hydrostatic pressure, super-saturation becomes greater under the same thermodynamic condition. Then, the flash 
cooled liquid (denser liquid) flows across the surface to sink back toward the bottom, mixing with the bulk core 
of LNG at the bottom which may created a dynamic force onto storage wall. This process might devastate the 
tank since additional force developed is not taking into account during the design stage. 
 
 
 
 
                        
 
 
 
Figure 7. Density stratification 
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 Figure 7 shows the density stratified into layer. The boil-off of LNG at the top surface had changed the 
chemical and physical composition of LNG layer thus eventually the mixed LNG was stratified into layer with 
different density. Based on the figure, the top layer has density value of 406 kg/m3 while the bottom layer of 422 
kg/m3. Initial density was set from the simulation was 425 kg/m3. This confirm that the stratification process 
develop into the storage tank and might put the system in unsafe condition. 
 
B. Pressure Distribution  
Fluent reads the total pressure as the gauge static pressure sum with the dynamic pressure. In this study, the 
operating pressure was set at 101325 Pa. From the simulation, initially higher pressure was seen at the bottom of 
and the lower pressure near the tank top as shown in Figure 8. The high pressure at the bottom initially was due 
to hydrostatic pressure. Upon heat leak and stratification, higher pressure was detected near the side wall of the 
tank, increasing in value near the tank top.  The pressure then accumulated at the centre of the tank before it 
began to form uniform layered pressure which was higher at the top and lower when it goes down at the bottom. 
This was due to the effects of heat leak through the tank wall as shown in Figure 9. This was due to the effect of 
heat leak through the tank wall. The highest pressure point was along the circumference which joined tank top 
and tank side wall. The pressure at this point was 102257 Pa which is higher than the operating pressure. It 
shows that the top circumference of the tank is susceptible for rupture. This was similar to the effects of seismic 
response as reported by [15, 19] where the crack first appears and spread outside along the top circumference 
until the whole top of the concrete tank wall fail entirely.  
Figure 10 showed a higher turbulence near top of side wall area. The red region of intensity shows the 
intensity value of 23.9% to 26%. Typically the turbulence intensity of 5% to 20% is considered as high 
turbulence case. It means that the study system is in super high turbulence case which the system might rupture. 
 
 (a)  (b) 
(c)  (d)
(e)  (f) 
Figure 8. Pressure profile of LNG 
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Figure 9. Pressure distribution                                                              Figure 10. Turbulence intensity 
IV. CONCLUSIONS 
 
The existence of LNG stratification suggested the occurrence of rollover due to heat leak from bottom and side 
wall of the LNG tank. The convection of LNG inside the tank indicated the effect of heat leak which 
complements the theory of Bashiri on rollover phenomena. Meanwhile, the pressure profile of LNG showed the 
highest pressure point was along the circumference which joined tank top and tank side wall. 
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